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1. Place long dimension of post cross section normal to sign axis.

See Section C-C.

2. Balanced single post installations of unframed single sheet aluminum

3. For post size see sign layout, format or quantity sheets.

4. Balanced single post installations of Laminated Panel and Framed single

5.

breakaway feature shown for the two post installation.

6.

POST SPACING TABLE

SIGN PANEL

LENGTH

SIGN PANEL

OVERHANG

POST

SPACING

6’-0" & 6’-6"

7’-0" & 7’-6"

8’-0"

8’-6"

9’-0"

9’-6"

10’-0"

10’-6"

11’-0",11’-6",12’-0"

12’-6"

13’-0"

13’-6", 14’-6"

16’-6"

19’-0"

3’-6", 3’-9"

3’-9"

3’-9", 4’-0"

4’-0", 4’-3"

21’-6"

23’-0"

combination of block spacers and back braces if 1’-6" or more in

"A" "B" "C"

1’-0" & 1’-3"

1’-3" & 1’-6"

1’-6"

1’-8"

1’-10"

1’-11"

2’-0"

2’-0"

2’-0", 2’-3", 2’-6"

2’-6"

2’-6"

3’-6"

4’-0"

4’-6"

5’-0"

5’-2"

5’-4"

5’-8"

6’-0"

6’-6"

7’-0"

7’-6"

8’-0"

15’-6", 16’-0"

17’-0", 17’-6"

18’-0", 18’-6"

19’-6", 20’-0"

20’-6", 21’-0"

22’-0", 22’-6"

3’-0", 3’-3"

3’-3"

3’-3", 3’-6"

4’-3"

4’-3", 4’-6"

23’-6", 24’-0"

4’-6"

4’-6", 4’-9" 14’-6"

12’-6"

12’-0"

11’-6"

11’-0"

10’-6"

10’-0"

9’-6"

9’-0"

8’-6"

depth and 2’-10" or more in width shall have back braces only.

sheet panel signs require back braces when 2’-10" or more in length.

Tolerance for diameter of drilled holes in breakaway feature is –�".

depth and 2’-10" or more in width. Sign panels less than 1’-6" in

panel signs shall have block spacers if 1’-6" or more in depth and a

C57793

CIVIL

Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

4’-6" 6" 3’-6"

14’-0", 15’-0" 2’-6", 3’-0"

13’-0"

13’-6"

14’-0"

Stanley P. Johnson

NO SCALE
TWO POST INSTALLATION

NOTES:

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

See Note 2

�
"

2�"
1’-1�"

1’-�"

1’-1�"

1’-�"

2�"

2’-11"

2�"

�
"

1�"

1�"

WASHERS, FIBER WASHERS, LOCK

WASHER AND NUT

�" Ø Hex HEAD BOLT WITH FLAT

WITH FLAT WASHERS, FIBER WASHER

NUT AND JAM NUT

�" Ø HOLE FOR �"  Ø Hex HEAD BOLT

3�" OR 5�"

�" x �" SLOT FOR 

BACK BRACE DETAILS

ELEVATION

PLAN

4" x 6" POST

4" x 4" POST

3�"

5�"

1
"

3’-0"

2’-4�"
3�"

5�"

3�" OR

BEND

3�" OR

�" Ø Hex HEAD BOLT WITH FLAT WASHERS,

FIBER WASHER, NUT AND JAM NUT

SECTION B-B

SIGNS GREATER THAN 3’-0" WIDTH

REQUIRED FOR UNBALANCED

L1 x 1 x � BRACE.

SEE BACK

BRACE DETAILS

AND NOTE 2

SECTION C-C

BB

2’-8" C-C

�" Ø

1�"

FLAT WASHERS, FIBER WASHER,

�" Ø Hex HEAD BOLT WITH

HOLES

LOCK WASHER AND NUT

UNBALANCED

ANGLE ONLY

SLOT IN

�" x �"

SECTION D-D

DD

Max DIAMOND SIGN =

FOR SINGLE POST

INSTALLATION

4’-0" x 4’-0"

BALANCED

"
E
"

"E" Post Embedment

C C

POST AT

MID-DEPTH OF

SIGN

NAIL BLOCK TO

ATTACH SIGN TO POST

WITH BOLTS AT TOP

CENTER AND BOTTOM

SIGN PANEL

NO BLOCKS REQUIRED ON SIGNS LESS THAN

WOOD BLOCK SPACER -

2’-0" - 3’-0" WIDTH SIGNS

3’-1" - 4’-6" WIDTH SIGNS

1’-6" OR MORE

SIGN DEPTH

Max LENGTH, 

RECTANGULAR SIGN = 4’-6"
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�" x 4" x 6" FOR

1�" x 4" x 6" FOR

1’-6" IN DEPTH. SEE NOTE 2

BALANCED END VIEW

feature for single post installations.

See Note 5 regarding breakaway

SINGLE POST INSTALLATION

"
E
"

"
D
"

"B" "B"

� POST = � PANEL BOLTS

OVERHANG

"A" LENGTH OF SIGN PANEL

"C" POST SPACING

OVERHANG
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SPLICE LINE

DRILLED HOLES

(BREAKAWAY

SIDE VIEW

FEATURE), SEE

ELEVATION

DETAIL A

1
�

"

FLAT WASHER

FIBER WASHER

SAME AS

ABOVE BOLT

POST EMBEDMENT

POST

SIZE

4.5’

5.0’

6.0’

3.5’

"E"

See Note 7

Drill holes in post to match panel.

Bolt hole Layout is dependent on type of panel.

Breakaway feature for single post installation shall be the same as the

7.

8.

9.

�" Ø for single sheet aluminum panel signs.

panel signs.

�" Ø for laminated panel signs or framed single sheet aluminum

L

BREAKAWAY FEATURE3
"

1
’
-
6
"

C POST

ORIENT HOLE AXIS PARALLEL TO AXIS OF SIGN.

DRILL 3" HOLES IN 6" x 8" POST,

2" HOLES IN 6" x 6" POST,  AND

1�" HOLES FOR 4" x 6" POSTS.

SEE NOTE 6 FOR TOLERANCES OF DRILLED HOLES

SIDE VIEW

DETAIL A

NOTES 8 AND 9

Hex HEAD BOLT, SEE

NUT AND JAM NUT

FLAT WASHER, 

DETAILS No. 2
TYPICAL INSTALLATION

WOOD POST
ROADSIDE SIGNS

4" x 4"

4" x 6"

6" x 6"

6" x 8"

BEND OR CJP WELD

4’-8" TO 5’-6" 7" TO 1’-0"

2’-6", 3’-0"

THE ACCURACY OR COMPLETENESS OF SCANNED
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